
WARNING SAFETY SIGNS

240 VOLTS 415 VOLTS

115 VOLTS

ACID

240 OR 115 VOLTS AC

ASBESTOS FIBRES

WHEN TO USE WARNING SAFETY SIGNS?

Available Sizes

300x225 
450x300 
600x450 
900x600

Available Materials
Aluminium 1.5mm 
(Class 2 Reflective)

3mm Foamed PVC

Indoor Applications Yes

Outdoor Applications Aluminium Only

Custom Options Available Yes

Standards Compliant Yes

Warning safety signs are used to signify that there is a non-life 
threatening hazard present, similar to caution signs.

WATCH YOUR STEPCAUTION SLIPPERY WHEN WET



BATTERY CHARGING STATION NO 
SMOKING OR OPEN FLAMES

BEWARE OF PEDESTRIANS

BE SAFE LOCK IT OUT

BEWARE OF VEHICLES

BEWARE GUARD DOGS

BEWARE REAR END SWING

BEWARE OF BACK INJURY WHEN 
LIFTING

BIOHAZARD AUTHORISED PERSONNEL 
ONLY

WARNING OPENING DOOR WATCH OUT FORKLIFT OPERATING AREA WATCH YOUR STEP

BEWARE OF CRANE BEWARE OF MECHANICAL MOVING 
PARTS

BEWARE OF MOVING PARTS BEWARE OF OPENING DOOR



BIOHAZARD

BIOLOGICAL HAZARD

CAUTION GUARD DOGS

BIOHAZARD DISPOSE OF PROPERLY

BLOODBORNE PATHOGEN KIT

BIOHAZARD INFECTIOUS WASTE

BOILING WATER

CAUTION STEEP STAIRS USE HANDRAIL

BIOHAZARD SHARPS RECEPTACLE

BURIED CABLE

CAUTION TRIPPING HAZARD WET PAINT

SSWAL02XXX000111 CHEMICAL STORAGE AREA CHEMICALS ONLY



CORROSIVE

DO NOT ENTER

DANGER LASER BEAM

DO NOT OIL OR CLEAN MACHINERY 
WHILE IN MOTION

COMPRESSED AIR HAZARD DO NOT BLOCK DOOR

DO NOT OPERATE THIS MACHINE 
WITHOUT GUARDS IN PLACE

CONVEYOR MAY START WITHOUT 
WARNING

DO NOT BLOCK DOOR ICON

DO NOT TOUCH

ELECTRIC ARC WELDING IN PROGRESS

FOOTPATH CLOSED

FALL HAZARD

FIRE DOOR DO NOT BLOCK FLAMMABLE MATERIAL



HAZARDOUS AREAFORKLIFT HAZARD

HAZARD MATERIALS STORAGE AREA

FORKLIFTS IN USE

HEAVY EQUIPMENT OPERATING IN THIS 
AREA

GUARD DOGS ON DUTY

HIGH VOLTAGE

HOT

KEEP CLEAR MAINTENANCE IN 
PROGRESS

HOT SURFACE

KEEP CLEAR OF MOVING MACHINERY

ISOLATOR

KEEP DOOR CLOSED

KEEP CLEAR

KEEP DOOR CLOSED



KEEP HANDS CLEAR KEEP THESE DOORS CLOSED KEEP THIS SPACE CLEAR AT ALL TIMES LASER BEAM

LOCK OUT FOR SAFETY BEFORE YOU 
START

MAY CONTAIN ASBESTOS

OUT OF SERVICE

LOOK OUT FOR FORKLIFTS

NAILING TOOLS IN USE KEEP CLEAR

OVERHEAD HOIST

LOW HEADROOM

NON-IONIZING RADIATION AT RISK

PINCH POINT CAN CAUSE SEVERE 
INJURY

MACHINERY STARTS AUTOMATICALLY

OPEN DOOR WITH CARE



POISON

RADIATION AREA AUTHORISED ENTRY 
ONLY

RISK OF ELECTRIC SHOCK

ROOFING MATERIAL CONTAINS 
ASBESTOS

RADIATION AREA

RISK OF EXPLOSION

SCAFFOLDING INCOMPLETE

RADIATION HAZARD

RISK OF FIRE

HAZARD SHOCK

RADIOACTIVE MATERIALS STORAGE

RISK OF RADIATION

SLIPPERY WHEN WET

WARNING MAINS VOLTAGE SLIPPERY WHEN WET ICON



THIS EQUIPMENT MUST BE EARTHED

TOXIC HAZARD

STATIC CONTROL AREA

THIS MACHINE MUST BE LOCKED OUT 
PRIOR TO SERVICING

TRIP HAZARD

SWITCHROOM AUTHORISED PERSONNEL 
ONLY

TOXIC ICON

TRUCKS CROSSING

THIS EQUIPMENT IS POWERED BY A UPS

TOXIC AND/OR FLAMMABLE VAPOURS 
MAY BE PRESENT

USE HANDRAIL

USE STATIC GROUNDING DEVICES

WARNING LIVE BUSBARS WARNING LIVE CONDUCTOR


